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2" (1vP.)
AFTER SHRINKING

HEAT SHRINKABLE TUBING

WITH INTERNAL ADHESME— "

DETAIL "B”
(NOT TO SCALE)

EXTERNAL GROUND LUG WITH ——_]

BOLTED CONNECTOR SUITABLE

FOR DIRECT BURIAL IN EARTH
OR CONCRETE

COPPERCLAD
GROUND ROD
5/8" DIA. x
8L (MIN.)

EXTERNAL GROUND LUG WITH
BOLTED CONNECTOR SUITABLE
FOR DIRECT BURIAL IN EARTH
OR CONCRETE

SEE DETAL "B”
ON THIS SHEET

12"

2

WIRE MESH,
6" X 6 NO. 6

OPTION 2

(NOT TO SCALE)

EXISTING GROUND LINE

O]

SIGN DETAIL
(NOT TO SCALE)

(D EXISTING S0D TO BE STRIPPED AND REMOVED

(@ SAND BACKFILL, VARIABLE DEPTH

@ PROPOSED TOPSOIL BACKFILL MATERIAL

UL LISTED
COPPERCLAD
GROUND ROD
5/8" DIA. x
8L (MIN.)

STAINLESS STEEL HOOK TYPE

BOLTS EMBEDDED MINIMUM OF
6" IN CONCRETE AND

STAINLESS STEEL NUTS (TYP.)—|

L-858 SIGN

NOTES:

SEE LIGHTING LAYOUT SHEET(S) FOR
SIGN LEGEND, LOCATION, TYPE, SIZE,
STYLE, AND CLASS.

NUMBER AND SPACING OF LEGS AS
PER MANUFACTURER'S REQUIREMENTS.

DEOG7

THE LOCATION OF UNDERGROUND UTILITIES AS INDICATED ON THE PLANS
HAS BEEN OBTAINED FROM EXISTING RECORDS. NEITHER THE OWNER
NOR THE ENGINEER ASSUMES ANY RESPONSIBILITY WHATSOEVER, IN
RESPECT TO THE ACCURACY OR SUFFICIENCY OF THE INFORMATION AND
THERE IS NO GUARANTEE, EITHER EXPRESSED OR IMPLIED, THAT THE
CONDITIONS ARE REPRESENTATIVE OF THOSE TO BE ENCOUNTERED IN
THE CONSTRUCTION.

PROVIDE A MINIMUM OF
THREE FEET SLACK

IN EACH PRIMARY CABLE
AND SECONDARY

COVER BOLTS
SLOPE TO DRAIN AWAY
FROM L-B867 BASE

12 EXPANSION EXTENSION EXTERNAL GROUND LUG WITH BOLTED
SEE DETAIL "A” METAL CONNECTOR SUITABLE FOR DIRECT BURIAL
- SO PR COVER~ IN EARTH OR CONCRETE
S s i o - IF'L_-/‘ \ﬂjl"' i N /|~ FINSHED GRADE
AR I ] . 7 ad B . AP b -
S R R A AT L - "|——610 CONCRETE 4" MN. THICK
- ) P TE T o 1~830 TRANSFORMER, SIZE AS REQUIRED
SPECIAL ORDE LENGTH SECONDARY COMT';%?CI-(I:O%JU” gLR?LiNmUFACTURER
EXTENSION WITH CLASS A" CONNECTED ORIGINAL CONDITION |; . ‘ 1/C, §8, 5 KV,
(MALE OR FEMALE) . A
CONCRETE OPTION 1 = L-824 TYPE C CABLE _— 45 awc
PAD . .
(NOT TO SCALE) 2 CONDUT (NO EXPOSED 374 o |-l TRICK i) o
WIRE ABOVE OR BELOW GRADE WEEP HOLE— 3" HUB CONDUIT EXTENSION UL USTED
2N 867 COPPERCLAD
L-867 BASE GROUND ROD
COLOR CODED TAPE FOR WIRE (DENTIFICATION & MNMUM 578" DA x
LOCATED WITHIN 6° OF L-823 CONNECTOR
PROPOSED 1 MODULE 8 SAND BACKFILL 8L (MIN.)
EXISTING SIGN GUIDANCE SIGN
EXTENSION
»
MIN. 2° BREAKABLE COUPLING
u u LOCATED 1-1/2" MAXIMUM
T T T T e ABOVE THE TOP FLANGE OF
e e l R _-f,{ THE EXTENSION COVER FOR

GUIDANCE SIGN SION—_1
(NOT TO SCALE)

GENERAL NOTES

SEE GUIDANCE SIGN MODIFICATIONS & SIGN DATA SHEET
FOR SIGN LEGEND, LOCATION, TYPE, AND SIZE.

SEE SHEETS 24 THROUGH 25 FOR ELECTRICAL NOTES.
NUMBER OF SIGN MODULES TO BE CONFIRMED WITH THE
RESPECTIVE SIGN MANUFACTURER, FOR THE RESPECTIVE
SIGN CHARACTERS.

GROUND RODS SHALL NOT BE SPACED LESS THAN ONE
ROD—-LENGTH APART.

1" MAX.
~f -

1867 EXTENSION SIZE B,
CLASS 1, 3" DEEP

L~B67 BASE

LOCK WASHER AND
STAINLESS STEEL BOLTS
NEOPRENE

a4

a4 . 0
4 d4

\SECONDARY LEAD WITH CLASS A

CONNECTOR (MALE AND FEMALE)

DETAIL_"A”
(NOT TO SCALE)

PROPOSED GUIDANCE SIGN
(4 MODULE MAX.)

PROPOSED GUIDANCE SIGN
(UP TO 4 MODULE MAX.)

LIGHTED AIRPORT GUIDANCE SIGN WHEN TWO POWER CIRCUITS ARE REQUIRED (PLAN VIEW)

(NOT TO SCALE)

“

: ~ EXTERNAL GROUND LUG WITH
— " BOLTED CONNECTOR SUTABLE

- FOR DIRECT BURIAL IN EARTH

« |

#6 AWG CU

OR CONCRETE

UL USTED
COPPERCLAD
GROUND ROD
5/8" DA, x
8L (MIN.)
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